Electric Installation Product

Series 221: COMPACT Splaéng Connectors for All Wire Typres
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Setting new standards in electrical installgtions
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new ‘all-around’ connectoris smaller and even more user friendly.
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stranded, and @ Visually inspect for proper strip length and complete
wire insertion through its transparent housing
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consumption in the junction box @ Operates confortably and with lower operating
by 40% compared to 222 series forces by using familiar orange levers
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Wire Stripped Properly
Two Safety Test Slot o
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Easily combine variuos types & sizes

Wire Inserted WansaaelW nanadssianuasraiauue

Properly
AuaelWldszay AWG 24 - 12 Solid, Stranded, Flexible
R ETRELH] 0.14 - 4 mm “f-st”

0.2 - 4 mm “s+st”
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.UILIII{: Lonnector, (All types orf Connhectors)
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Solid Cable
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Stranded Cable
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Fine-Stranded Cable ‘

1

Fine-stranded, tip bonded

Distribute Side damg2ua'lvlonn Power Input Side danszualulidh
@XaF CLAMP® VS WIRE

Fine-stranded with crimped ferrule

Connection of conductors (Input side):

® ess button fully and insert stripped conductor into square Introduce stripped solid conductor into circular
entry and push to stop

msdaseme il @anszuando:

fudentnmadiniuligauazawmulviitaennuanls awmeliiaenaunudai ludeninae

idhlugeninaedinaoy

To remove: Press button and withdraw conductor To remove: Hold wire to be removed and twist
m3noamelvesn: Tusesinaoligaaziaelvesn alternating left and right while pulling the conductor
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PUSHWIRE®Connectors for Jur:ction Boxes,
773 Series WALL-NUTS® gilnsamemell melunaseiinae

Simply strip conductor to 12 mm/0.47 in. using Then insert stripped conductor firmly into connector.

the built-in strip-length gauge Check for complete insertion through clear/transparent
housing.
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Solid Cable 0.75 - 2.5 mm?

Stranded Cable 1.5 - 2.5 mm?2
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Common (splice) up to 8 solid or stranded conductors in
the same connector

Option: mount to chassis or DIN rail via separate carrier

The PUSHWIRE“connection clamps stranded or solid
copper conductors

Cross section up to 10 AWG

Save up to 50% in wiring time over twist-type connectors
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Wouremovgagasw 8 1du dmsuamouda (Solid), moreouda
(Stranded)

Option: Giaffu3519 DIN #1UN13 Carrier
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The Universal Wire Connectors

daaafia T2vudna asunnavialuduidia

221 Series; Compact Splicing Connectors for all wire type
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0.2 -4 mm “s+st” AWG 24 -12
0.14 - 4 mm' “f-st”

450 VI 4 kVI 2
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2, 3, 5-conductor connect operating levers,
max. operating temperatuge 85 °C (T85),

/‘ continuous op tg‘n rature up to 105 °C

o 224-112 Series; 2-Condugtor Li g Connectors
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er input side
-10-2.5 mm“s” AWG 16 - 24
& istribute side

B L '5-2.5 mm“s+-st” AWG 20 - 16
g 400 V/ 4kV/ 2*; 24A 300 V

I —— 9-11 mm/0.39in @

@ . ® .
773 ies; PUSHWIRE Conductor for Junction Box

® 4 H ' o [ ' o
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oA 0.75- 2.5 mm'“s” AWG 18 - 12 “sol.”

> \ Byt 1.5-2.5 mm*“r” AWG 16 - 12 “str.” (<19)
o ‘ 400 V/ 4kV/ 2*; 24 A 600 V

—
o [ == 12mm/0.47in (SP:
‘ Max. op. temp. 105° C 1000 V signs & fixtures
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